Skip for Chain loader trucks, classic type
Covered top/steel lids, 5.5 cbm

The ideal skip for hazardous waste, general waste and recyclables

Fully engineered symetric skip container, suitable for lifting by all types of chain loader trucks/skip loaders. Reinforced in all relevant areas,
welded entirely from inside and outside for ultimate strength and durability. The skip comes with a triple tipping device on the bottom of
front and back side, and with heavy duty tipping.
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Pictures and drawings: The picture on display is for illustrative purposes only; minor model changes reserved.

Specifications
Volume 5.5 cbm (inside net volume)
Standard In accordance to DIN 30720 or to local standards upon special request
Dimensions Length 3420 mm; Width 1440mm; Height1250mm;
Material Bottom plate: 6mm; Side Plates: 4nm, Steel grade SB7; entirely welded inside and outside
Lifting Systems C{ham Lifting System; 2heavy-duty bolts on each side, Triple tipping device integrated on both
sides at bottom
Symetrical shape with low feeding on front side; Corners double welded; Top frame beams ¢
Frame )
rolled profile U-channels
Lids 2 spring balanced steel lids, with locking device on both sides. Opening handle.
Coating and Finishing Available in many standard colors; primered and coated with Epoxy-Paint, approx. 150icrons
Extra Features S_et of net-hooks for t_arpaglln welded all around; Conical shape for stacking of up to dmpty
pieces, Safety reflection stickers
. Additional REL bolts for occasional liting by REL compactor trucks; additional side bolts, fork i
Options (chargeable) pockets, crane hooks, Plastic lids only available as an option;
RFID chips, various branding and sticker options
Warranty One year against manufacturing defects
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